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Monteringsanvisning 
 

Förlängningssats 815665 till panikregel ASSA 1125:1 och ASSA 1130:1 
 

 

 

 

Innehåll i förlängningssats 815665 
 

       
 

1. Mät och kapa förlängningssatsens rör till önskad längd.  

       OBS! Såga bort rörets hålade ände. Se bild.  

Kapa gängstången i rörets längd + 8 mm. 

 

 
 

2. Skruva ihop gängstängerna med hjälp av skarvhylsan. 
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3. Montera gummiring och låsmutter på gängstången. 

 

 
 

4. Montera styrningen på dörren.  

       Avståndet mellan styrningen och skarvhylsan skall vara minst 5 cm. 

 

 
 

5. Trä på skarvhylsan och det rostfria röret 

 

6. Följ montageanvisningen för panikregel 1125:1 eller 1130:1 
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Mounting instruction 
 

Extension kit 815665 for panic bar ASSA 1125:1 and ASSA 1130:1 
 

 

 

 

Contents in the extension kit 815665 

 

 
 

1. Measure and cut the pipe of the extension kit to desired length. 

Note. Saw off the pipe end with the hole, see picture. 

Cut the rod in length, pipe length + 8 mm  

 

 
 

2. Use the lengthening-piece to put the rods together. 
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3. Mount the rubber steering and the lock nut on upper rod. 

 

 
 

 

4. Fit the rod guide on the door.  

 The distance between the guide and the extension must be at least 5 cm. 

 

 
 

5. Put the extension cover and the pipe on the rod. 

 

6. Follow the mounting instruction for panic bar ASSA 1125:1 or 1130:1 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


